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3192 Hose with Teflon  PTFE Hose
Stratoflex

Stratoflex 3192 polytetrafluoroethylene  (PTFE) hose offers a lightweight, fire retardant design with a significantly smaller
bend radius than similar smooth bore PTFE hoses. The convoluted PTFE inner liner is compatible with most fluids and
gases (some effusion may occur) and the hose assembly has a -65° to +275°F (-54 to +135°C) operating pressure
range.

Hose similar to the requirements of AS1227, e

- Seamless extruded, convoluted, conductive PTFE.
- Green or black Nomex   braid.

Stratoflex identification and part number.

Low pressure, low temperature aerospace systems that may require a flame retardant hose. Qualified to FAR

-65 to +275°F (-54 to + 135°C)

SPECIFICATIONS:

CONSTRUCTION:
Tube
Cover

IDENTIFICATION:

APPLICATION:

TEMPERATURE RANGE:

xcept high pressure limits and reinforcement type.

25.853 a)
and b) vertical burn test.

Hose
Size

Proof
Pressure
(PSI)** Min. @ 70°FMinimum

** Proof test for qualification only. Hose assembly production proof test will be at operating pressure in order to
minimize pressure induced elongation.
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Parker Hannifin Corporation
Stratoflex Products Division
Fort Worth, Texas

# lb/in
Nominal

LBS

CONTACT STRATOFLEX FOR FURTHER INFORMATION AND OUR SAFETY GUIDE.

Teflon  and Nomex  are registered trademarks of E.I. du Pont Nemours and Company. Teflon  is used under license by Parker Hannifin Corporation,
Stratoflex Products Division.
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FAILURE OR IMPROPER SELECTION OR IMPROPER USE OF THE PRODUCTS AND/OR SYSTEMS DESCRIBED
HEREIN OR RELATED ITEMS CAN CAUSE DEATH, PERSONAL INJURY AND PROPERTY DAMAGE.

Before selecting or using any Parker hose or fittings or related accessories, it is important that you read and follow Parker
Safety Guide for Selecting and Using Hoses, Fittings, and Related Accessories (Parker Publication No. 106-SG)

This document and other information from Parker Hannifin Corporation, its  subsidiaries and  authorized  distributors,
provide product and/or system options for further investigation by users having technical expertise. It is important that you
analyze all aspects of your application and review the information concerning the product or system in the current product
catalog. Due to the variety of operating conditions and applications for these products or systems, the user, through its own
analysis and testing, is solely responsible for making the final selection of the products and systems and assuring that all
performance, safety and warning requirements of the application are met.

The products described herein, including without limitation, product features, specifications, designs, availability and pricing,
are subject to change by Parker Hannifin Corporation and its subsidiaries at any time without notice.

DANGER

The items described in this document are hereby offered for sale by Parker Hannifin Corporation, its subsidiaries or its
authorized distributors. This offer and its acceptance are governed by the provisions in the "Offer of Sale".
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